MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS NiSHi

B H series
® Endurance: +130°C 3,000 hours AiSHi
e High reliability, suited for automobile electronics BH 130°C
e Miniaturized,long life,low impedance 1808
e RoHS Compliant
[ SPECIFICATIONS
Items Characteristics
Category Temperature Range -40~+130°C
Rated Voltage Range 25~400 Vdc
Capacitance Tolerance +20%(M) (at 20°C, 120Hz)
,,,,,,,,,,,,,,,,,,,,, 257100 Ve E.....1807400Vee
Leslimae G I 0.03CV or 4uA.(after 2 minutes) LLCYI1000 | 0.1CV+40pA, (after 1 minute) .
,,,,, whicheveris greater. ... CV>1000 1 0.04CV+100uA. (after 1 minute)
Where, |: Max.leakage current (uA), C :nominal capacitance (uF), V : Rated voltage (V) (at 20°C)
Rated Voltage (Vdc) i 25 i 3 : 50 i 63 i 80 : 100 : 160~250 : 350~400
Dissipation Factor (tand) tand (max.) : : :
" When nominal capacitance exceeds 1,000uF, add 0.02 to the value above for each 1,0004F increase. (at 20°C, 120Hz)
Low Temperature R age (Vdc) : : ©o50 : i o100 i : :
Characteristics N
(Max. Impedance Ratio) . : : EHR : : AR :
Z(-40°C)/Z(+20°C) A S R A S S S R 6 P12 (at 120Hz)

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus rated ripple current
is applied for 3,000 hours at 130°C.

Rated Voltage (Vac) 25~100 160~400

Endurance Capacitance Change <+30% of the initial value <+20% of the initial value
D.F. (tand) <300% of the initial specified value <200% of the initial specified value
Leakage Current : <The nitial specified value : <The initial specified value

The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours at
105°C without voltage applied.

Shelf Life Capacitance Change

i <420% of the initial value

<200% of the initial specified value

: £200% of the initial specified value

Leakage Current

B DIMENSIONS [mm]

Sleeve(Black) oD | 10 [125]14.5] 16 | 18

2d | 06] 06 | 08 | 0.8 |08
F | 50] 50 | 75 |75 |75

F0.5 D' @D+0.5max.

L' L+2max.

4min. (210~218)

B PART NUMBERING SYSTEM

E BH 1E M 751 G16 O-- T
T Sleeve Code: “C” for PVC, “T” for PET
Terminal code
Size code
Capacitance code
Capacitance tolerance code

Voltage code

Series code

Category code
B RATED RIPPLE CURRENT MULTIPLIERS
Frequency correction factor for ripple current
6.3 to 100 Vdc 160 to 400 Vde
Freq.(Hz Freq.(H
Cap.(uF) a2 120 | 1k | 10 | 100k reatz) 55 | 120 | 300 1k 10k | 100k
130 to 240 040 | 082 | 093 | 1.00 Cap.(pF)
622700 tozso%% 828 82? 83; 188 12 to 33 0.15 0.30 0.45 0.65 0.95 1.00
to . . . .
2200 to 4300 075 090 095 100 36 to 270 0.25 0.35 0.50 0.70 0.96 1.00
4700 to 11000 0.85 0.95 0.98 1.00

The endurance of capacitors is shortened with internal heating produced by
ripple current at the rate of halving the lifetime with every 5°C rise. When long life
performance is required in actual use,the rms ripple current has to be reduced.
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Radial Type
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NiSHi MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS

THINK AHEAD.

BH series

I STANDARD RATINGS

WV | Cap Size Impedance | Rated ripple WV |cCcap Size Impedance | Rated ripple
(Vde) | (uF)| Dxiimm) tand (“{'(‘,Sﬁﬁf)c’ (m“{o"aiﬂ3)°°°' Part Number (Vdc) | (uF)| DxL(mm) tand (n{?)gﬂff)c’ (mﬁ'&iﬂf‘)‘m Part Number
510 | 10x12.5| 0.14 | 0.14 900 EBH1EM511G1BOT 160 | 10x12.5| 0.10 |  0.24 730 EBH1HM161G1BO

12.5%16

25(1E)

11000| 18x40 | 0.32 | 0.014 4040 | EBH1IEM113M400T '3300| 18x40 | 0.14 | 0.017 3850 | EBH1HM332M400
EBH1VM301G1BOT | EBH1JM391W200

35(1V) 14.5%40

T,,

2400 18x40 | 012 | 0.023 3690 | EBH1JM242M400T

6200 | 18x40 0.26 0.014 4040 EBH1VM622M400T
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MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS NiSHi

THINK AHEAD.

BH series

I STANDARD RATINGS

WV | Cap Size Impedance | Rated ripple WV |cCap Size Impedance | Rated ripple

X current ) current
(Vde) | (uF) | Dximm) tand ‘“{I‘,S’.:ﬁf,c' (“’A{('i‘&iﬂz%wc‘ Part Number (Vde) | (uF)| Dximm) tand (n{?)gﬁﬁg)c, ‘"‘“fo"aiu”f,m Part Number
240 | 12.5x20 | 0.08 0.097 1310 EBH1BM241W200T 47 | 12.5%25 | 0.15 v 590 EBH2CM470W250T

160(2C)

EBH2CM221M350T
 EBH2DM330W200T
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200(2D) ey
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EBH2DM151M350T
EBH2EM220W200T
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1500 | 18x40 0.08 0.023 3690 EBH1BM152M400T
130 | 12.5x20 | 0.08 0.12 1210 EBH1KM131W200T 250(2E)

<

< <

7100 | 18x30 | 0.15 v 970 EBH2EM101M300T
12.5%25 EBH2VM150W250T

LTI TE19) ueutucl MEnthibucest Misseetetl Wi e e | SOZYMISOLISIT

68 |[18x40 [ 020 | v 900 | EBH2VM680M400T
12 [ 12.5%25 | 0.20 v 280 | EBH2GM120W250T

400(2G)

820 | 18x40 0.08 0.029 3410 EBH1KM821M400T

EBH2GM680M400T

68 | 18x40 | 0.20 v 900
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