NiSHi MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS

THINK AHEAD.

H L series

® | ong life, downsized, high ripple current; For power supply applications AiSHi

e Endurance: +105°C 8,000~12,000 hours HL 105°C
1808

e RoHS Compliant

I SPECIFICATIONS

Items Characteristics
Category Temperature Range -40~+105°C(160~400Vdc) -25~+105°C(450~500Vdc)
Rated Voltage Range 160~500 Vdc
Capacitance Tolerance +20%(M) (at20°C,120Hz)
After 1 minute After 5 minutes Where,gl.\/rl\jax.lgaliage cu_rtrent (“Al):'
Leakage Current CV 1000 |1 0.1CV+40pA | | 0.03CV+15pA V. Ruted ?,OT;‘;ZC(';)"W (WF).
CV>1000 | 0.04CV+100pA | | 0.02CV+25uA (at20°C)

Rated Voltage(Vdc)

{160 | 200} 250 | 350 | 400 | 450 |
Dissipation Factor (tand) oo : {

tand (max.) (at 20°C,120Hz)
Low Temperature Rated Voltage(Vdc)
Characteristics o
(Max. Impedance Ratio) Z(-25°C)/Z(+20°C) (at 120Hz)
Z(-40°C)/Z(+20°C) 10 : 10
The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated
ripple current is applied for a specified period of time at 105°C.
Endurance Capacitance Change: <+20% of the initial value :
D.F. (tand) <200% of the initial specified value :
"""""""""""""""""" BT Lifetime - i
Leakage Current i <Theinitial specified value i i L>20:12,000 hours : 12.5: 10,000 hours
The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours
..at105°C withoutvoltage applied. .
Shelf Life Capacitance Change ;| <+20% of the initial value

<200% of the initial specified value

Leakage Current

i $200% of the initial specified value

B DIMENSIONS[mm]

oD 10 12.5 16 18

Sleeve(Brown) Fa 06 06 08 08
- F 50 | 50 | 75 | 75
F£0.5 @D’ @D+0.5max.
= L' L+2max.
4min. (210~018)

B PARTNUMBERING SYSTEM
E HL 2D M 330 G20 O-- T
T Sleeve Code: “C” for PVC, “T” for PET
Terminal code
Size code
Capacitance code
Capacitance tolerance code
Voltage code
Series code
Category code

B RATED RIPPLE CURRENT MULTIPLIERS

Frequency correction factor for ripple current

Freq.(Hz)
120 1k 10k 100k
Cap.(uF)
<100 1.0 1.75 225 2.50
100 1.0 1.67 2.05 2.25

The endurance of capacitors is shortened with internal heating produced by ripple
current at the rate of halving the lifetime with every 5°C rise. When long life
performance is required in actual use, the rms ripple current has to be reduced.
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AiSHi

THINK AHEAD.

wv
(Vdc)

Cap
(uF)

Size
DxL(mm)

Rated ripple
curren!
(mArms/105°C,
120Hz)

Part Number

wv
(Vde)

Size
DxL(mm)

Rated ripple
curren
(mArms/105°C,
120Hz)

Part Number

160(2C)

EHL2CM330G160T

EHL2CM681M500T

250(2E)

1E
EHL2EMA470G300T

| EHL2EM101L200T

| EHL2EM121M200T |

| EHL2EM151W450T |

|E T
| EHL2EM271L450T

| EHL2EM331L500T |
| EHL2EM331M400T |

| EHL2EM391M500T

EHL2EM270G200T

EHL2EM330G200T

'EHL2EM560W200T
E .
EHL2EM820G400T

EHL2EM820G450T |

o
EHL2EM820W300T |

"EHL2EM101W300T |

T

E T

EHL2EM181W500T |

EHL2EM181M250T |

EHL2EM221L350T |

'EHL2EM271L400T

E T

E T

200(2D)

EHL2DM330G200T

| EHL2VM220G200T

| EHL2VM330W200T

1E
| EHL2VM470W250T

| EHL2VM560W300T |
1

EHL2VM680M200T

| EHL2vM101W450T |

|E T

|E T

'EHL2VM150G160T
E

EHL2VM390G350T

E

'EHL2VM560L200T

"EHL2VM680W350T |

T

T
_EHL2VM101L300T |
'EHL2VM101M250T
E
'EHL2VM151L400T

EHL2VM151L450T

'EHL2VM181L500T

EHL2VM181M350T

'EHL2VM221M450T

EHL2VM221M500T

EHL2DM561M500T

NiSHI E2fiBs+1582E @
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EHL2GM221M500T

wv Cap Size Rated ripple WV Cap Size Rated ripple
(Vac) | (uF) | DxL(mm)| taM8 | marmsiiosec, | PartNumber (Vae) | (uF) | DxLimm)| t3N3 | (matawerts.c | PartNumber
120Hz) 120Hz)
12 10x16 0.24 135 EHL2GM120G160T 10 10x16 0.24 120 EHL2WM100G160T
18x20 450(2W) 12.5x40 0.24 528 EHL2WM470W400T
400(2G) .

EHL2WM151M500T

NiSHI E2i8s4582% @

500(2H)

EHL2HM6R8G200T

EHL2HM470M300T

FRE ML 0755-88852201

+VX:

13410723853
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