NiSHi LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

THINK AHEAD.

LC series

® Wide temperature range

e Miniaturized
e Endurance: 2,000 hours at 105°C

e Suitable for charging pile
e RoHS Compliant

I SPECIFICATIONS

Items Characteristics
Category Temperature Range -40~+105°C
Rated Voltage Range 400~500V.DC
Capacitance Tolerance +20%(M) (at20°C,120Hz)
Leakage Current I 3vev
Where, I:Max.leakage current (uA),C:Nominal capacitance (uF),V: Rated voltage (V) (at 20°C after 5 minutes)
o Rated Voltage(Vdc) 1 400 : 450,500 ‘
Dissipation Factor (fand) e B
tand (max.) : 0.15 0.20 (at20°C,120Hz)
Low Temperature Rated Voltage(Vdo) 3 400~500

Characteristics
(Max. Impedance Ratio)

Z(-40°C)/Z(+20°C)

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated ripple
current is applied for 2,000 hours at 105 °C.

(at 120Hz)

Endurance
Leakage Current i <The initial specified value
The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours at
L1057 without voltage applied. | o]
Shelf Life Capacitance Change <+15% of the initial value
D.F. (tand) <150% of the initial specified value
Leakage Current i =200% of the initial specified value
B DIMENSIONS[mm]
e Terminal Code : K (®22 to #35) : Standard e Terminal Code : L ($35)
SLEEVE(Black) Negative mark PC board SLEEVE( Black Negative mark PC board pin-out
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B PART NUMBERING SYSTEM

E LC 2W M 101 025 _K T
—I_ T Sleeve Code: “C” for PVC, “T” for PET

Terminal code

Size code

Capacitance code
Capacitance tolerance code
Voltage code

Series code

Category code

B RATED RIPPLE CURRENT MULTIPLIERS

Frequency correction factor for ripple current

Rated Freq.(Hz)
voltage(Vdc)

400~500 1.00 1.30 1.41 1.43

120 1k 10k 100k

The endurance of capacitors is shortened with internal heating produced by ripple
current at the rate of halving the lifetime with every 5°C rise. When long life
performance is required in actual use, the rms ripple current has to be reduced.
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LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS NiSHi

THINK AHEAD.

LC series

I STANDARD RATINGS

f Rated ripple : Rated ripple
(\‘I,vd\:) ﬁJaF'; Dfl'_’(;m) tand (Ar%l;s:{riisﬂc’ Part Number (‘\’I"d‘:) ﬁ:aF'; Dfll_z(:'m) tand ‘A'E’}Zi‘f,gc' Part Number
100 22x25 0.15 0.70 ELC2GM101025KT 47 22x25 0.20 0.51 ELC2HM470025KT
20 | 22x80 | 045 | 075 | ELC2GM121080KT 56 | 225 | 020 | 058 | ELCZHMS60025KT
| 20 | 015 | o088 | ELC2GM1s1030KT 68 | 25x25 | 020 | 065 | ELCZHMe8OP2SKT
[ I O 088 | ELC2GMISIP25KT | | a2as | 020 | 072 | ELconmsz003sKT
| 2235 | 015 | 095 | ELC2GM181035KT Z M0 | o | 074 | ELCZHM820P3OKT |
P a0 | ons | 095 | ELC2GMI81P30KT | | 2240 | 020 | o083 | ELc2HMI0I040KT
| 22as | ots | 110 | ELC2GM221045KT 0 a0 [0z | 082 | ELC2HM101P3OKT
220 | 255 | 015 | 110 | ELC2GM221P3SKT | | 2245 | 020 | 0ss | ELc2HMI21045KT
C30x25 | 015 | - 110 | ELC2GM221Q25KT | 120 | 25x35 | 020 | 093 | ELC2HM121P3SKT
] 20 | 05 | 122 | ELC2GM271080KT C30x30 | 020 | 0ot | ELC2HM121Q30KT |
25«0 | 015 | - 122 | ELC2GM271P40KT | | ka0 | 020 | 108 | ELCZHMI51PAOKT
0 [Taao | o | 122 | ELC2GM271Q30KT |  |500@H)| 150 | 30x35 | 020 | 104 | ELC2HM151Q35KT |
4008) R Y Y e ——
| 260 | 020 | 120 | ELC2HM181PSOKT
180 | 30«0 | 020 | 147 | ELC2HM181Q40KT |
S ama0 | 020 | 110 |1 ELC2HM181R30KT |
| sows | 020 | 133 | ELC2HM221Q45KT
20 asas |02 | 123 | ELC2HM221R35KT |
| soxs0 | 020 | 150 | ELC2HM271Q50KT
AT T S P 142 | ELC2HM271RAOKT |
330 | 35x45 | 020 | 160 |1 ELC2HM331RASKT
3% | 35x60 | 020 | - 178 | ELC2HM391R50KT
470 | 35x60 | 020 | 203 || ELC2HMA71R60KT
680 | 35x45 | 015 | 242 || ELC2GMBB1RASKT
100 22x25 0.20 0.71 ELC2WM101025KT

450(2W)

680 35x50 0.20 2.36 ELC2WM681R50KT
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