NiSHi LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

THINK AHEAD.

LP series

® Longer life, high ripple current series
e Endurance: 3,000 hours at 105°C
e RoHS Compliant

I SPECIFICATIONS

Items Characteristics
Category Temperature Range -40~+105°C
Rated Voltage Range 400~450V.DC
Capacitance Tolerance +20%(M) (at20°C,120Hz)
I 3Jcv

Leakage Current

Where, I:Max.leakage current (uA),C:Nominal capacitance (uF),V: Rated voltage (V) (at20°C after 5 minutes)
‘ 400 ‘ 420,450 ‘
0.15 : 0.20

Dissipation Factor (tand) e
tand (max.)

(at20°C,120Hz)

Low Temperature Rated Voltage(Vdc) 400~450

Characteristics [
(Max. Impedance Ratio)

Z(-40°C)/Z(+20°C)

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated ripple
current is applied for 3,000 hours at 105 °C.

Endurance Capacitance Change <+20% of the initial value

(at 120Hz)

<The initial specified value

Leakage Current

The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours|
at 105°C without voltage applied.

Shelf Life Capacitance Change <+15% of the initial value
DF (tans)
LeakageCurrent 77777777777 i £200% of the initial specified value
B DIMENSIONS[mm]
e Terminal Code : K (®22 to ®35) : Standard e Terminal Code : L (935)
SLEEVE(Black) Negative mark PC board SLEEVE(Black Negative mark PC board pin-out
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B PART NUMBERING SYSTEM

LP 2W M 101 O30 _K

T
T Sleeve Code: “C” for PVC, “T” for PET
Terminal code

Size code

Capacitance code

Capacitance tolerance code

Voltage code

Series code
Category code

B RATED RIPPLE CURRENT MULTIPLIERS

Frequency correction factor for ripple current

e Freq.(Hz)
voltage(Vdc)

400~450 1.00 1.30 1.41 1.43

120 1k 10k 100k

The endurance of capacitors is shortened with internal heating produced by ripple
current at the rate of halving the lifetime with every 5°C rise. When long life
performance is required in actual use, the rms ripple current has to be reduced.
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LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

LP series

B STANDARD RATINGS

AiSHi
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NiSHI E2i8s4582% @

f Rated ripple f Rated ripple
(\\IIV::) ﬁ‘aFr; Df:_z(fnm) tand (Ar%l:s;/rig)rc, Part Number (‘\’,v::) ﬁxaF’; Dfll_z(z"'") tand (Ar%‘g&f’?c’ Part Number
100 22x25 0.15 0.85 ELP2GM101025KT 82 22x25 0.20 0.81 ELP2WM820025KT
A O T T
N 2525 | 015 | 104 | ELP2GM121P25KT
150 22x35 0.15 1.15 ELP2GM151035KT
"""""""""" 22x40 | 015 | 127 | ELP2GM181040KT
180 | 25%30 | 045 | - 122 | ELP2GM181P30KT |
T o s erownsiazan
22x45 0.15 1.40 ELP2GM221045KT
20 [T ot |0 epmowzmieosk
30%30 0.15 1.56 ELP2GM221Q30KT
"""""""""" 22x50 | 015 | 155 | ELP2GM271050KT
o) a0 ors | i epaouarivionr .
30x35 0.15 1.78 ELP2GM271Q35KT 450(2w)
C35x25 | 015 | 178 || ELP2GM271R25KT |
B T
330 | s0x40 | 015 | 200 | ELP2GM331Q40KT |
35x30 0.15 1.95 ELP2GM331R30KT
| aoxas | 045 | 220 | ELP2GM391Q45KT
[Tk ois | aa0 EipacussskT
30%50 0.15 2.38 ELP2GMA471Q50KT
T s ot | aw EpaomarinankT
560 35x45 0.15 274 ELP2GM561R45KT
680 | 35%50 | 015 | 295 | ELP2GM681R50KT
100 22x25 0.20 0.89 ELP2TM101025KT
""" 1o .20 | 020 [ 1oe | ELPoTwi210%0KT 20 | 370 | 020 | 348 | eveowmezirrokt
25%25 0.20 1.09 ELP2TM121P25KT
450 | 22x35 | 020 | 121 | ELP2TM151035KT |
R 2240 | 020 | 134 | ELP2TM181040KT
180 | 25x30 | 020 | - 128 | ELP2TM181P30KT |
T 30x25 | 020 | 142 | ELP2TM181Q25KT |
R 2245 | 020 | 147 | ELP2TM221045KT
S 22x50 | 020 | 160 || ELP2TM221050KT
220 | 25%35 | 020 | 147 | ELP2TM221P35KT |
30x30 | 020 | 164 || ELP2TM221Q30KT
S 35x25 | 020 | 164 |1 ELP2TM221R25KT |
420@m) | | 25xa0 | 020 | 163 | | ELP2TM271P40KT
270 | 25«45 | 020 | 179 | ELP2TM271P45KT |
3035 | 020 | 187 | ELP2TM271Q35KT |
R 25%50 | 020 | 193 |1 ELP2TM331P50KT
330 | 30x40 | 020 | 210 | ELP2TM331Q40KT
35x30 | 020 | 205 || ELP2TM331R30KT |
| soxas | 020 | 232 || ELP2TM391Q45KT |
B R P R R 232 || ELP2TM391R35KT |
| soxs0 | 020 | 251 |1 ELP2TM471Q50KT |
70 1350 oz T 262 || ELP2TM471R40KT |
560 | 35%45 | 020 | 288 || ELP2TM561R45KT
680 | 35x50 | 020 | 310 |1 ELP2TMB81R50KT |
820 | 35%60 | 020 | 350 || ELP2TM821R60KT
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