LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS NiSHi

THINK AHEAD.
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AisHI

® Endurance with ripple current: 5,000 hours at 85°C

e Applications: Professional power supplies, Solar and wind generator and frequency converters
e Detail specification: IEC 60384-4

e RoHS Compliant

B SPECIFICATIONS

Items Characteristics
Category Temperature Range -25~+85°C(350~500 Vdc)
Surge Voltage 1.10* Vr
Rated Capacitance Range 1000~12000pF
Rated Voltage Range 350~500 Vdc
Capacitance Tolerance +20% (M) (at 20°C, 120Hz)

Leakage Current 1=0.02CV [pA] or 5mA, whichever is smaller.

Where, |: Max.leakage current (uA), C : Rated capacitance (uF), V : Rated voltage (V) (at 20°C after 5 minutes)
Dissipation Factor (tand) 0.20 (at 20°C, 120Hz)
Low Temperature Capacitance Change C(-25°C)/C(+20°C)=0.7 (at 120Hz)

Characteristics

When measured between the terminals shorted each other and the mounting clamp on the insulating sleeve covering the

Insulation Resistance case by using an insulation resistance meter of 500Vdc, the insulation resistance shall not be less than 100MQ.

Insulation When a voltage of 2,000Vac is applied for 1 minute between the terminals shorted each other and the mounting clamp on
Withstanding Voltage the insulating sleeve covering the case, there shall not be electrical damage.

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated
ripple current is applied for 5,000 hours at 85°C.

Endurance
Leakage Current ; <The initial specified value
The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000
hours at 85°C without voltage applied

Shelf Life )

Leakage Current : <The initial specified value

B DIMENSIONS(Screw-Mount)[mm]
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-G= 35 | 580 | 440 | 480 | 127 51.6 | 32.5 | 358 | 14.0 | 222 us hexagon-headed screw:
@35 to @51.6:G=7
364.3 to @91:G=6.5 51.6 | 80.0 | 62.0 | 68.0 | 222 64.3 | 384 | 425 | 140 | 285 | M5x0.8x10 or M6x1.0x12
64.3 | 93.0 | 82.0 | 81.0 | 28.5 77 | 445 | 475 | 140 | 31.7 Maximum screw tightening
77 | 106.0 | 94.0 | 93.5 | 31.7 91 | 508 | 547 | 14.0 | 31.7 | torque:3.23Nm
* The screw and the mounting clamp are separately supplied and not attached to the product.
B PART NUMBERING SYSTEM B RATED RIPPLE CURRENT MULTIPLIERS
E NX 2G M 562 TF5 S #= c e Frequency Coefficient

Terminal code
Size code Coefficient 0.8 1.0 1.1 1.3 1.4

Capacitance code

B T Sleeve Code: “C” for PVC, “T for PET
Internal code Frequency(Hz) 50 120 300 1k 3k

Capacitance tolerance code The endurance of capacitors is shortened with internal heating
Voltage code produced by ripple current at the rate of halving the lifetime with
Series code every 5or 10°C rise. When long life performance is required in
Category code actual use, the rmsripple current has to be reduced.
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I STANDARD RATINGS

LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

e G| gnutmem | tans | 120ke 2o | taoiz 20 | TmeeRRESHEt | PartNumber
mQ mQ
1500 51.6x80 0.20 86 130 6.0 ENX2VM152S80*00C
350(2V)
12000 91x168 0.20 12 17 29.3 ENX2VM123VG8*00C
1000 51.6x75 0.20 92 153 4.7 ENX2GM102S75*00C
"""""""" 1500 | s1exe0 | o020 | e | M3 | 61 | ENX2GMI52880°00C
"""""""" 2200 | stexts | o020 | 41 | s | 89 | ENXaoM22sB5'00C
"""""""" 2700 | e43xes | o020 | s | e | 103 | ENX2GM2r2TeE'00C
"""""""" 3300 | e4sxms | o020 | 28 | s | 13 | ENX26M332TBS00C
aw0e) | 300 | 643130 | o020 | 25 | o | 130 | ENxeGM3ozTDo00C
"""""""" 4700 | 64343 | o020 | 2 | a0 | 154 | ENX2GWA72TE300C
"""""""" s600 | e43ss | o020 | 21 | 3 | 183 | ENX2GMS62TF500C
"""""""" 6800 | 769155 | 020 | 19 | a0 | 204 | ENX2GMeS2UF5'00C
"""""""" 8200 | 7eoxtes | o020 | 15 | 26 | 228 | ENX2GM822UGB'00C
000 | otxi57 | o020 | B | 2| 269 | ENX2GM103VFT'00C
000 | oix196 | o020 | 0| T 305 | ENX2GMI23VUE'00C
1000 51.6x80 0.20 115 169 5.0 ENX2WM102S80*00C
"""""""" 1500 | stextos | o020 | 75 | 12 | &5 | ENxowmiszsAstooC
"""""""" 2200 | ead10s | o020 | s | e | 89 | ENX2WM222TAS'00C
"""""""" 2700 | e4sxms | o020 | s | 74 | 103 | ENxewmzr2TBS00C
"""""""" 3300 | 43130 | o020 | 28 | s | 120 | ENX2WM332TDO'0OC
wo@w) | 300 | 7e9xtts | o020 | =3 | s | 139 | ENxawmssussOoC
"""""""" a0 | 7e9xa0 | o020 | 20 | 3 | 160 | ENX2wM472UDO'00C
5600 76.9x155 0.20 16 36 18.5 ENX2WM562UF5*00C
"""""""" 6800 | 7e9xte8 | o020 | 14 | 30 | 208 | ENX2WMEB2UGE'00C |
"""""""" s200 | o7 | o020 | 13 | 25 | 245 | ENX2WMB2VFT'OOC
00 | otxt96 | 020 | - T 2 | 280 | ENX2WM103VJE'00C
1000 51.6x105 0.25 110 165 4.9 ENX2HM102SA5*00C
1500 64.3x105 0.25 74 110 7.8 ENX2HM152TA5*00C
"""""""" 2200 | 43130 | o025 | s | 8 | 100 | ENX2HM222TDO'00C
500(2H) 2700 64.3x143 0.25 48 72 11.6 ENX2HM272TE3*00C
3300 76.9x130 0.25 37 56 131 ENX2HM332UD0*00C
3900 76.9x155 0.25 32 46 14.5 ENX2HM392UF5*00C
4700 76.9x168 0.25 25 38 16.6 ENX2HM472UG8*00C

Note: “*” may be "A" or"B" or"S" or “T".
A: Ring clip mounting standard design
B: Threaded stud standard design
S: Ring clip mounting special design
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