NiSHi MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS

THINK AHEAD.

RE series

® | ow impedance and high frequency. AiSHi

e Endurance: +105°C 2,000~4,000 hours RE 105°C
1808

e Suitable for switching power, UPS, power sources, etc.

e RoHS Compliant

I SPECIFICATIONS

Items Characteristics
Category Temperature Range -40~+105°C
Rated Voltage Range 6.3~100 Vdc
Capacitance Tolerance +20%(M) (at20°C,120Hz)
Leakage Current | 0.01CV or 3uA, whichever is greater.

Where, I:Max.leakage current (uA),C:Nominal capacitance (uF),V: Rated voltage (V) (at 20°C after 2 minutes)

£100 i

Dissipation Factor (tand)

Low Temperature
Characteristics
(Max. Impedance Ratio)

Z(-40°C)/Z(+20°C) 3 (at 120Hz)

The following specifications listed below shall be met when the capacitors are restored to 20°C after DC voltage plus rated
ripple current is applied for a specified period of time at 105 °C.

Endurance Capacitance Change

Leakage Current

@D 12.5 4,000

The following specifications shall be satisfied when the capacitors are restored to 20°C after leaving them under no load
at 105°C for 1,000 hours.

Shelf Life Capacitance Change i <+25% of the initial value
D.F. (tand) <200% of the initial specified value
Leakage Current i <200% of the initial specified value

B DIMENSIONS[mm]

Sleeve(Violet)

@D 5] 6.3 8 10 12.5
ad 0.5 0.5 05| 06 | 06 0.6
o F0.5 F 20 | 25 35 50 | 50
ap aD' @D+0.5max.
4min. (95~@12.5) L' L+2max.

B PART NUMBERING SYSTEM

E RE 1H M 330 E11 O-- T
T Sleeve Code: “C” for PVC, “T” for PET
Terminal code
Size code
Capacitance code
Capacitance tolerance code
Voltage code

Series code
Category code

B RATED RIPPLE CURRENT MULTIPLIERS

Frequency correction factor for ripple current

Freq.(Hz)
Cap.(uF) 120 1k 10k 100k
Cap.<220 0.40 0.75 0.90 1.00
220 Cap.<680 0.50 0.85 0.94 1.00
680 Cap.<2200 0.60 0.87 0.95 1.00
2200 Cap.<4700 0.75 0.90 0.95 1.00
Cap. 4700 0.85 0.95 0.98 1.00

The endurance of capacitors is shortened with internal heating produced by ripple
current at the rate of halving the lifetime with every 5°C rise. When long life
performance is required in actual use, the rms ripple current has to be reduced.
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B STANDARD RATINGS

WV | Cap Size Impedance | Rated ripple WV |cCap Size Impedance | Rated ripple
(Vdc) | (uF)| Dximm) tand ‘“{?.Sﬁﬁf)c’ (mA{B‘loill:llg)sec, Part Number (Vde) | (uF)| Dxtimm) tand ‘“{I‘;’S’é’ﬁi’)c' ‘mA{%iﬂ%5°c‘ Part Number
6.3x11 | 0.22 0.25 340 EREOJM181E110T ERE1EM121F

: E
8x9 022 0.33 300 EREOJM221F09OT [ [ | -10x9 014 | 017 580 | ERE1EM151G090T |

E
1. ]800 E -
8x11 0.14 013 650 'ERE1EM221F110T

E
10x12 [ 0.14 | 0.08 | 870 | ERE1EM331G120T

E
,,,,,,,,,,,,,,,,,, E .
1210 | ERE1EMB561G160T

10x9 0,227 047 580 | ERE0JMB61G090T 25(1E)

6.3(0J)

ERETEM821G200T

1500 1465161 0.22 170,060 12107 | EREOJMT526160T § 10%25 1044 | 0,042 1850 | ERETEM152G250T

10x25 | 024 | 0.042 1650 EREOJM272G250T 2200 | 12.5%25 | 0.14 | 0.030 2130 ERE1EM222W250T
'ERE1VMA470E110T ..

'ERE1VMS560E110T .
E
E
300  ERE1VM680F090T .

EREQJM472W250T
ERE1AM151E110T

: . 1. .].....580 . E .
8x9 049 033 300 | ERE1AM221F090T 8x11 012 | 013 | 650 | ERE1VM121F110T
E
,,,,,,,,,,,,,,,,,,,, E
580 | ERE1VM151G090T

330 [doxe 0497 047 580 | ERE1AM331G090T

560 | 10x9 | 0.19 | 0.17 580 | ERE1AM561G090T S

ERE1VM221F110T

10(1A)
220

ERE1VM221G120T

'ERE1VM331G120T
E
' ERE1VM471G160T

2
'3300 | 12.5%25 2130 ERE1AM332W250T "820 10x25 | 012 | o042 | 1650 | ERE1VM821G250T

100 | 8x9 ERE1CM101F090T E
120 |8x9 1016 | 033 | 300 |EREICM121FO90T | | | {656 R E
150 1-8%9.....] 12.5%25 | 0.12 | 0.030 2130 ERE1VM102W250T
,,,,,,,,,,, 10x9 . 33 |.6:3%11 | 295 | ERE1HM330E110T
180 | 8%9 ERE1CM181F090T 2e0  |E B
ERE1CM181G090T 39 1833111010 030 | . 295 'ERE1HM390E110T

260 E

ERE1HM470E110T

10x9 016 | 017 580 ERE1CM471G090T 10%9 010|023 | 500 | ERE1HM560G090T
E

16(1C)

8x16 | 0.16 | 0087 | 850 |ERE1CM681F160T | ERE1HM820F110T

50(1H)

820 | 10x16 | 0.16 | 006 | 1210 |ERE1CM821G160T

,,,,,,,,,,,,,,,,,,,, 'ERE1HM121F160T
1. ... 760 E .
1500 | 10x20 | 0.16 | 0.045 | 1400 | ERE1CM152G200T 150 | 10x16_| 0.10 | 0.084 1050 | ERETHM151G160T

E
,,,,,,,,,,,,,,,,,, E .
1050 ERE1HM221G160T

ERE1CM272W200T
ERE1EM820E110T

25(1E) frreeeeoee - e -
(%) .6.3x11 | 0.14 | T 560 | 12.5%25 | 0.10 | 0.034 1950 | ERETHM561W250T
8x9 01417033 300 | ERE1EM101F090T
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B STANDARD RATINGS

WV Cap Size Impedance Rated ripple

(Vec) | (uF) | Dxmm)| tand | (SRadstiC. | mameliosec, | Part Number

6.3x11 0.09 0.95 120 ERE1JM220E110T

63(1J)
,,,,,,,,, 1
390 | 12.5x25 | 0.09 0.095 930 ERE1JM391W250T
15 ”67.3><11 - 7ERE1KM150E11OTV
27
.39
47

100(1K) | 56 | 8x20 0.08 0.265 360 ERE1KM560F200T

180 | 1

220 | 12.5%25 | 0.08 | 0.095 930 | ERE1KM221W250T
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